
Simple Setup

Easy to use – fits right into a standard IV- 
giving set and no possibility for assembling 

the system in the wrong way

Time

The total setup-time of the °M Warmer 
System is less than 30 seconds enabling 

you to focus on helping your patient.

A fluid warming system needs to be able to deliver the needed flow rates. It is therefore the °M Warmer System has been developed to 
deliver up to 150ml/min of body temperature fluid – no matter the input temperature! You can of course use the °M Warmer System at 
higher flow rates than 150ml/min, and the fluid will still be warm, but it may not reach the set temperature. 

On a single, fully charged Power Pack, the °M Warmer System can warm 1.5L of cold fluid (5°C-39°C) or 3L of ambient temperature 
fluid (20°C-39°C)

Attach the °M Warmer to the IV giving set and conncet 
to the venous cathether/IO needle. The °M Warmer fits 
right into a standard giving set and can not be assembled 
wrong

Connect the Power Pack to the °M Warmer. Within 10 
seconds after connecting the Power Pack to the 
°M Warmer, fluid is being warmed to the set temperature

STEP- 02  | ATTACH STEP- 03  | CONNECT
Place IV/IO catheter where needed on patient. 
Unpack the single-patient use °M Warmer 
and remove protective sealing

STEP- 01  | UNPACK
1,2,3 Setup

Flowrates

When time is of the essence, and you need to focus on the patient, you do not want to spend time on handling and assembling equipment. 
This is why °MEQU has developed an efficient and intuitive fluid warming system. 

The °M Warmer System has a total weight 
of 760 gram and it takes up a minimum of 

space making it the lightest and most portable 
system on the market.

Portability

°M WARMER SYSTEM | FLUID WARMING MADE SIMPLER



Features

High flow rate - warms up to 150ml of cold fluid per 
minute – from 4°C to 39°C (±3°C)

Low priming volume - 
less than 3.5ml

High warming capacity -  1.5L of cold fluid 
(5°C-39°C (±3°C)) or 3L of ambient temperature 
fluid (20°C-39°C (±3°C))

Fast implementation – takes less than 30 seconds 
to implement- even in trauma situations

Light weight - total weight 
760 grams

Easy to use – fits right into a standard giving set and no 
possibility for assembling the system in the wrong way

Operating temperature 0-40°C

IP classification : IP54

Robust, Portable and battery powered. 

Approved for use in helicopters

Disposable part small, lightweight and with an 
adhesive – enables the warmer to be attached to 
the patient close to the infusion point to minimize 
heat loss.
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